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      THE BRACKETS PRIOR TO ADDING THE 
   1. ATTACH THE PIPES OR PIPE MOUNTS TO 12/15/04
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ORLAND PARK, IL. 60462

REVISIONS
REV. ZONE DESCRIPTION BY DATE

A INITIAL RELEASE AW 12/15/04
B ADDED NEW KITS ACG 10/26/06
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ITEM PART NO. DESCRIPTION QTY. WEIGHT
1 CM.01 CHAIN MOUNT ANCHOR 2 5.95 LBS
2 CM.02 CHAIN MOUNT SLIDER 4 5.44 LBS
3 CM.03 CHAIN LOCK 2 0.27 LBS
4 CM.04 1/2" RIGHT HAND THREAD JAW 2 0.55 LBS
5 GWL-04 1/2" GALV LOCK WASHER 2 0.01 LBS
6 GN-04 1/2" GALV HEX NUT (C2) 2 0.04 LBS
7 GUB-4240 1/2" X 2-1/2" X 4" GALV U-BOLT 6 0.56 LBS
8 G4-0-XXX G-40 CHAIN (SEE TABLE) 2
9 MT-XXX PIPE MOUNTS (SEE TABLE)   
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PART NO. WEIGHT PIPE MOUNT QTY CHAIN CHAIN LENGTH
CM-30T-B 50.76 LBS NONE 0 G4-0-96 8ft
CM-30T-48 83.75 LBS MT-650 3 G4-0-96 8ft
CM-30T-72 113.76 LBS MT-651 3 G4-0-96 8ft
CM-30T-96 151.26 LBS MT-651-96 3 G4-0-96 8ft
CM-60T-B 62.76 LBS NONE 0 G4-0-192 16ft
CM-60T-48 93.75 LBS MT-650 3 G4-0-192 16ft
CM-60T-72 123.76 LBS MT-651 3 G4-0-192 16ft
CM-60T-96 163.26 LBS MT-651-96 3 G4-0-192 16ft


