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Andrew Institute offers installation training.

294701-T
for HELIAX® FiberFeed Entry Port weather seal
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Cut a 30” strip of  
Fusion tape

Remove backing 
film from tape

Notice: Andrew disclaims any liability or responsibility for the results of improper or unsafe installation, inspection, maintenance, or removal practices.
Aviso: Andrews no acepta ninguna obligación ni responsabilidad como resultado de  
prácticas incorrectas o peligrosas de instalación, inspección, mantenimiento o retiro.
Avis : Andrew décline toute responsabilité pour les conséquences de procédures d’installation, d’inspection, d’entretien ou de retrait incorrectes ou dangereuses.
Hinweis: Andrew lehnt jede Haftung oder Verantwortung für Schäden ab, die aufgrund  
unsachgemäßer Installation, Überprüfung, Wartung oder Demontage auftreten.
Atenção: A Andrew abdica do direito de toda responsabilidade pelos resultados de práticas inadequadas e sem segurança de instalação, inspeção, manutenção ou remoção.
Avvertenza: Andrew declina eventuali responsabilità derivanti dell’esecuzione di procedure di installazione, ispezione, manutenzione e smontaggio improprie o poco sicure.
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Andrew Wireless Solutions
Customer Service 24 hours
U.S.A., Canada, Mexico:
for HELIAX® FiberFeed Cables call 1-800-255-1479  
U.K.: 0800 250055
Other Europe: +44 592 782 612
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Wrap Fusion tape on top of Heliax 
FiberFeed at entry port location

30”
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Assemble remaining components 
lining up Fusion tape and entry 
cushion opening to ensure  
proper weather seal
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