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MAT'L: GRS 14 GA GRIP STRUT

1.0 GENERAL NOTES
      1.1  ALL METRIC DIMENSIONS ARE IN BRACKETS [X. X]
      1.2  FEATURES CRITICAL TO QUALITY ARE INDICATED IN ROUNDED BOX X.X
      1.3  3D DIGITAL FILES ARE FOR REFERENCE. IN CASE OF CONFLICT FOLLOW PDF DRAWING.
2.0 DESIGN NOTES
      2.1  ALL BENDS SHALL HAVE A BEND RADIUS OF ≥ 1X MATERIAL THICKNESS, UNLESS OTHERWISE SPECIFIED
3.0 MANUFACTURING/SPECIAL REQUIREMENTS
      3.1  BREAK SHARP EDGES AND DEBURR PART FOR SAFE HANDLING
      3.2  GALVANIZE PER ASTM A123
      3.3  MARK WITH PART NUMBER, REVISION, AND VENDOR ID WITH ETCH, STAMP OR LABEL. 
             CHARACTERS TO BE 0.12" TO 0.24" HIGH AND LEGIBLE TO THE UNAIDED EYE.
4.0 TEST
5.0 PACKAGING
      5.1  PACKAGING SHALL MEET COMMSCOPE REQUIREMENTS PER DOCUMENT IS-PL-3005
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